UHcTpykumsa no o6HoBneHuto npowmsku ansa AMT Pangaea Ultima U-2

1. MNoakniounTe agantep nuTaHua K yctporctey AMT Pangaea Ultima U-2

2. Nopaxkniounte Ultima U-2 ¢ nomolbio USB kabens kK kKoMnbloTepy. YCTPOUCTBO
onpeaensieTca KOMNbIOTEPOM Kak obblivHasa dnewwka (USB-Drive HakonuTtens).
3. CkonupyiTe B KOPHEBYIO Manky OMCKOBOro Hakonutens dann npowwmskm Ultima
U-2 — “firmware” (NpegBapuTeNbHO pasapXmBMPOBAB Zip apXumB)

4. besonacHo oTkntounte npmdop Ultima U-2 kak USB-Drive oT komnbloTepa.

5. OtcoeamHute USB kabenb oT ycTponcTea.

6. ObecTtoubTe npubop Ultima U-2.

7. CHoBa noJkntoymTe agantep NUTaHUS K YCTPOUCTBY.

8. ObHoBNeHne nporpammMbl ByAeT BbINOMHEHO B TEYEHUN HECKOMBbKNX CEKYHA:
cneguTe 3a o6HOBNEHVEM NPOLUMBKM Ha Aucnee, 4OXKANTECh OKOHYaHWNS 3TOro
npovecca.

RVAVINGIAE) HE OTKJTFOYAMTE nutanue Pangaea [0 3aBepLueHMs npolecca
obHoBneHns npowmskn!!!

9. YcTponcTBo roToBo k paboTe. Tonbko Tenepb Bbl MOXeTe oTKMoUMTbL 610K
nutaHus ot Ultima U-2 (npu HeobxoamnmocTn).
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Update instruction for AMT Pangaea Ultima U-2

1. Connect a power adapter to the AMT Pangaea Ultima U-2.

2. Connect the Ultima U-2 device to your computer via USB cable. The device is
determined by the computer as a regular USB-Drive.

3. Copy the file “firmware” (which is in the unzipped folder) to the root folder of the
Ultima U-2.

4. Safely unmount USB-Drive from the computer.

5. Disconnect the USB cable.

6. Power off the device.

7. Power on the Ultima U-2 again by the power adapter.

8. The firmware update will be completed in some seconds, take a look at the Ultima
U-2 display.

AN RO} DO NOT power off the Ultima U-2 until the process is complete!!!

10. The device is ready to use. Only now you can disconnect the power supply.



