UHcTpykumsa no o6HoBneHuto npownsku ans AMT Pangaea CP-100

1. Mogkniounte CP-100 ¢ nomoulbto USB kabens K kKomnbloTepy 1 BbibepuTe Ha
ycTpoincTtee pexum USB Drive.
2*. MopkntounTte 6nok nutaHma k CP-100.
3*. CoxpaHnute Bce cogepxumoe CP-100 B kakon-HMOyab narnke Ha
KOMMbIOTEpPE.
4*. Otcbopmatupyite CP-100
5*. CkonupyiTe coxpaHeHHble aaHHble B CP-100
6. CkonumpynTe B KOPHEBYIO Nanky ANCKOBOro Hakonutens dann npowuskn CP100 —
“firmware”.
7. BesonacHo oTkntounte USB-Drive n otcoegmnHute USB kabenb.
8. MoaknounTe agantep NUTaHUS K yCTPONCTBY.
9. O6bHoBNEHNe NporpamMmmMbl ByAeT BbINOMHEHO B TEYEHUN HECKOMBbKNX CEKYHA:
cneaute 3a 06HOBNEHMEM MPOLUUBKM Ha AUCNee, JOXAUTECh OKOHYaHUSI 3TOro
npotecca.

RUAVNGAIE] HE OTKIMKOYAWTE nutanne Pangaea no 3aeeplueHus npoueccal!!

10. YcTponcTBO roToBO K paboTe. TonbKo Tenepb Bbl MOXeTe OTKMOYMTb B0k
nutaHua CP-100.

“AEZNYISSVARZ1=8 Ecnn Baw npubop umeet Bepcuto npowmsku ctapiie V1.0, Bol
MOXeTe NponyCcTUTb NYHKTbl 2, 3, 4 1 5.

N P
Y

Update instruction for AMT Pangaea CP-100

1. Connect your Pangaea CP-100 device to computer an USB cable and choose the
CP-100 mode — USB Drive.

2*. Power on your CP-100 device by power supply.

3*. Save all content of CP-100 in some folder on your comp.

4*. Format CP-100

5*. Copy saved content to CP-100

6. Copy in the USB drive root folder the file — “firmware” (it is in the unzipped
folder).

7. Safely unmount USB-drive and disconnect the USB cable.

8. Connect a power adapter to the CP-100.

9. The firmware update will be completed in some seconds, take a look to your
CP-100 display.

V=N RN} DO NOT turn off the CP-100 power until the process is complete!!!

10. The device is ready to use. Only now you can disconnected the power supply.

“IN@R=]: If you have a more new version than V1.0, you can skip steps 2,3,4 and 5



